
ILLUMINATING THE FUTURE.. .SINCE 1989

Type

Project

Catalog No.

Lamp/Wattage

6505 Gayhart St., Commerce, CA 90040   |   Phone: 800.686.6672  |  FAX: 800.500.9955 www.noralighting.com   |   e-mail: nora@noralighting.com    
Specifications subject to change without notice.  © 2016

®

®

PRODUCT DESCRIPTION 
Award-winning Nora Rail adds the dedicated LED CYLO Series of Rail heads. Simple, clean die-cast 
aluminum cylindrical lines produce amazing dimmable LED light that blends with most decors. The 
CYLO heads feature full rotation aiming and attach anywhere along the 120V Nora Rail System.  
Three sizes, each available in Bronze and Brushed Nickel finishes, meet design criteria in residential 
and commercial applications.  The 8W and 20W feature AC driven COB LEDs, while the 32W 
features a DC-driven COB with driver. Each CYLO includes a field changeable spot and narrow flood 
reflector.

Features 
• Die-cast aluminum construction
• 80+ CRI 
• 3000K & 4000K  CCT 
• Dimmable
• 3 sizes and outputs: NRE-850 8W 600Lm; NRE-852 20W 1400Lm; NRE-853 32W 2800Lm
• Brushed Nickel & Bronze finishes
• Includes Spot & Narrow Flood field changeable reflectors (Narrow Flood reflector installed)
• ENERGY STAR® listed
• cULus Listed
• 5-Year Limited Warranty

Construction 
Housing 
NRE-850, NRE-852 - Die-cast construction with AC LED package, eliminating the need for a driver.
NRE-853 - Die-cast construction with LED Driver.
Slim Style 
Architectural low profile design, slim cylindrical body
Adjustability 
345º horizontal and 90º vertical adjustment.
 
Electrical System
		  NRE-850	 NRE-852	 NRE-853
Power Consumption: 	 8 Watts	 20 Watts	 32 Watts
Lumens: 	 600Lm	 1400Lm	 2800Lm
Color Rendering Index: 	 80+CRI	 80+CRI	 80+CRI
Light Source: 	 LED	 LED	 LED
Beam Spread: 	 25º, 50º	 25º, 50º	 25º, 60º
Life Expectancy: 	 30,000 Hours	 30,000 Hours	 30,000 Hours
Color Temperature: 	 3000K	 3000K, 4000K	 3000K, 4000K
Driver: 	 -	 -	 800mA TRIAC

DIMMER:
For Dimming Compatibilty Click Here or refer to www.NoraLighting.com for complete updated 
dimmer list in the “Compatibility” page under the “Resource” tab.
 
Listings & warranty 
Energy Star® Listed
cULus Listed
5-Year Limited Warranty

Length : 3-1/8"
Diameter : 1-7/8"
Max. Ext. : 5-1/2"

CYLO LED Rail fixture
Catalog No.	 Wattage 	 Source	 CCT	 Beam Spread	 Finish

	 NRE-	 850 = 8W	 L = LED	 30 = 3000K	 X= 25°, 50°	 BZ = Bronze

		  852 = 20W		  40¹ = 4000K	 X= 25°, 60° (NRE-853)	 BN = Brushed Nickel

		  853 = 32W	

Max. Ext.* : 5-1/2"

Max. Ext.* : 6-1/2”

Max. Ext.* : 9-1/2”

Diameter : 1-7/8”

Diameter : 3-1/3”

Diameter : 3-1/3”

Length : 3-1/8”

Length : 4-1/3”

Length : 6-1/8”

NRE-850, NRE-852, NRE-853 			 
CYLO LED Rail Series				         Source: 8W, 20W, 32W LED

DIMENSION:

NRE-850

NRE-852

NRE-853

 
Length : 4-1/3”
Diameter : 3-1/3"
Max. Ext. : 6-1/2"

 
Length : 6-1/8”
Diameter : 3-1/3"
Max. Ext. : 9-1/2”

* Max. Ext. refers to when head is in 
its most vertical position.  

¹ 4000K is not available on the NRE-850

Create a complete Item number:     Example: NRE-850L30XBZ CYLO LED Rail Head, 8 watt, 600 lumen, 3000K in Bronze finish. Included 25º and 50º reflectors.
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